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About NewTech 
 
 

 

About NewTech 
 

NewTech Wood Plastic Composite decking is made using plastic and natural organic fibers, creating a 

revolutionary composite of improved, user-friendly material that out-performs other traditional pure 

wooden and plastic material. The manufacturer has developed a wide range of WPC product designs 

for outdoor and commercial applications. 

 

NewTech WPC decking do not need to be stained or sealed, which will save you time and money now 

and in the future. With better material and advanced processing techniques, NewTech WPC decking 

are free from conventional wood problems such as splitting, warping, and decay, reducing the cost and 

need for replacement or repairs. Here are a few valuable benefits when choosing NewTech WPC for 

your home or business. 

 

 ̧ Environmentally friendly- 100% recycled material and 100% recyclable 

 ̧ Saving time and money- easy maintenance and installation 

 ̧ Longer usage/ life cycle- resistant to rot and wood eating organisms 

 ̧ Stronger and more flexible than traditional wood products 

 ̧ Standard woodworking tools can be used. 

Colors 
 
 
 
 
   Beige          Grey              Brown        Rose          Red        Walnut     Mahogany 

 
Texture 
 

 

 

Wood grain pattern #1       Wood grain pattern #2       Straight line 1# 
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Deck Component 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NewTech Grooved Composite Decking                         NewTech Deck Clips and Screws 

  

                                                       

 

NewTech Fascia Board                                       2x4Wood Joists 

Notes: 

NewTech Deck Clips -Found everywhere where NewTech Composites are sold. 

Composite Deck Screws ï NewTech composites work well with most composite decking screws found 

in most local hardware stores. 
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Tools 
 

NewTech composites work well with standard woodworking tools 

¶ It is recommended that all blades and router to have carbide tips 

¶ Sanding is not recommended as it will change the surface texture and appearance of the 

composite 

¶ Proper clothing and safety equipment are recommended when working with all tools and 

equipments. 

 

Miter Saw: Standard miter saws can be used to cut NewTech decking to size. 10-12ò 

saw blades with 30 or less teeth are recommended to create a smooth, clean cut. 

 

 

Screw Guns:  Screw guns can be used to fasten NewTech solid decking. It is an 

easy fastening solution that will save you from back pains. Note that screw guns 

cannot be used to fasten hidden fasteners in the NewTech grooved decking 

system. 

 

Drills: Standard drills and drill bits can be used when drilling into NewTech 

composites. When drilling into NewTech solid decking, it is recommended to 

occasionally lift the drill to prevent shavings from building up in the hole. Build up of 

shavings in the hole makes it harder to drill. This is not necessary for the voided 

profiles. Tip: Shavings can be used to cover screws for a smoother appearance. 

 

Router: Extraordinary profiles with detailed shapes and patterns can be created 

with the router. Routers are not recommended for beginner carpenters. Note that 

routing changes the surface texture and appearances of NewTech composites. Do 
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not route any part of the NewTech Railing system as it changes the structural integrity of the system. 

Framing and Installation  
 

Framing̔ 

 

 

 

                                                                                   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

           NTS (Not Scale) 

 

Fasten at minimum 
1ò off edge of board 

5/16òx8ò carriage bolts and nuts 
with washer (required at all posts) 

4x4 Post 

Joist spacing needs 
to be at a minimum 
16ò off center 

2x4 Wood Joist 

Rim joist: 2x8 0r larger, check with local code 
authority for size requirements of rim and wood 
joist 
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Installation: 

Important: NewTech composites cannot be used for structural purposes. 

Grooved Systems with Hidden Fasteners 

1. Place 1st piece of NewTech decking at the edge perpendicular to the wood joist. Notch the 

NewTech composite to accommodate for the 4òx4ò Post. 

2. Fasten screws at the edge of deck boards at a minimum of 1ò from 

the edge on all sides. Note that screws are needed around opening 

of 4òx4ò Post also.   

3. Place the 2nd deckboard with a slight gap between the two boards. 

4. Slide the hidden fasteners between the two boards; Place one at 

each joist locations. 

5. After all hidden fasteners are placed, fasten the fasteners on the joist. 

6. Continue placing hidden fasteners and NewTech decking until end. Hidden Fasteners are 

designed to create even spacing between deckboards, so simply slide decking tight to hidden 

fasteners. 

7. Place final piece as you did with the first piece. Notch decking for 4òx4ò Post and use screws to 

fasten the edges of the deckboards (minimum 1ò from edge).  

Non Grooved Systems with Nails 

1. Place 1st piece of NewTech decking at the edge perpendicular to the 

wood joist. Notch the NewTech composite to accommodate for the 

4òx4ò Post.   

2. Fasten screws at the edge of deck boards at a minimum of 1ò from 

the edge on all sides. Note that screws are needed around opening 

of 4òx4ò Post also. 

3. Fasten deckboards to joist system with nails made from the following 

materials: hot dipped, galvanized, ceramic coated or stainless steel. 

4. Continue placing NewTeck decking until the end. Please refer to the Deck Spacing/ gapping 

section for spacing requirements. In general, a minimum of 1ò/16 gap is required. 

Note to always fasten at a minimum of 1ò from the edge off the deckboards. 
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Fastening 
 
We recommend screws to fasten NewTech composite decking. Stainless steel, hot dipped galvanized, or 
ceramic-coated screws will provide the longest service life. Using composite screws and pre-drilling can 
minimize the effects of mushrooming. Pre-drilling is recommended, although not required, for fastening at least 
1ò away from the edge of the board. Fastening less than 1ò away from the edge of the board, though not 
recommended, would require pre-drilling. 
Fastening: 

NewTech decking can be purchased with a grooved profile that allows decking to be 

installed with NewTech hidden fasteners as shown in the picture. This hidden fastener 

system is a great way to conceal fasteners and wood joists. It is also a great way to ensure 

proper spacing between deck boards. 

 

NewTech composites can easily be fastened with the above recommended screws. 

NewTech composites are engineered to accept screws readily. 

 

When installing the NewTech fascia trim, match the edge of the fascia to the top of the deck 

boards to ensure a consistent level. Be sure to fasten NewTech fascia to the wood joists. 

Both Screws (recommended) and nails could be used for fastening fascia. 

Fastening Tips: 

When fastening NewTech with screws and nails, fasten perpendicular to the deck boards at 

a minimum of 1ò from all edges of the board. 

 

When fastening at butt joints, additional wood joists can be added so that both boards can 

be fastened at the minimum 1ò from all edges. 

 

When fasteners cannot be fastened at the recommended 1ò from on edge, it is possible to 

fasten boards at an angle. Because of the physical nature of the composite material, 

fastening at an angle will not cause splitting. Angling the fastener from a minimum 1ò away 

from the edge can allow you to fasten deck boards to the joist without additional nailers. 

However, pre-drilling is recommended. 

 

After fasteners are installed, shavings may be used to cover the fasteners for a smoother 

finish. Simply fill the divit with shavings and tap gently with a hammer. 
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Decking Spacing and gapping 
 
Decking Spacing: 

 

NewTech composite decking requires a minimum of 12ò high, continuous 

airspace below joists as well as along three side of the deck to allow for cross 

ventilation. 

 

Slightly slope the deck (1/16ò per foot) away from the house to allow for water 

runoff. 

 

 

When installing a deck over living space, proper flashing is essential 

 

 

Allow proper spacing between deck boards for drainage, and expansion and 

contraction of the boards. A minimum of 1/16ò is suggested. It is recommended 

that the spacing/gap does not exceed 3/8ò. NewTech hidden fastening system 

is already engineered fro perfect spacing every time. Simply install grooved 

NewTech decking tight to the hidden fasteners. 

 

Joist Spacing: 

 

NewTech has a sufficient live load rating to span 16ò on center for joist supports 

when using the 5/4ò boards (both solid and voided). If a diagonal board layout is 

desired, we recommend a 12ò on center joist spacing. For more specific spacing 

and loading requirements/ recommendation, please contact your local 

representative or visit us at www.newtechwood.com 

 

 

 

http://www.newtechwood.com/
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Pattern Ideas 
 
NewTech composites come in a variety of colors and texture. Our beige, brown, and walnut are the 

more popular choices. But why limit yourself to just one color? You can mix and match different colors 

and patterns to create the perfect deck. To start begin with, here are some ideas. 

*Mixing Colors 

 

 

 

 

 

 

 

*Mixing Orientation 

 

 

 

 

 

 

                      *Personalize It 

 


