
 

 

 

 

 

Installation Brochure 
 <Chapter œĿ Hollow Decking> 

Clip T-2 

Version 1.2  

 

 

 

 

 

 

 

Õ Before install our NewTechWood products, it is necessary to read the Installation Guide. 

Õ This Installation Guide is applicable to the hollow decking only. 

 

 

 

 

 

MSP-EN3-10 



 

The Diagrams and instructions outlined in this guide are for illustration purposes only and are not meant or implied to replace a 
licensed professional. Any construction or use of NewTechWood Composite Decking must be in accordance with all local zoning 
and/or building codes. ¢ƘŜ ǎŜƭƭŜǊ ǿƻƴΩǘ ŀǎǎǳƳŜ ǘƘŜ ŘƛǊŜŎǘ ƻǊ ƛƴŘƛǊŜŎǘ Ǌƛǎƪǎ ŀƴŘ ƭƛŀōƛƭƛǘȅ ŀǎǎƻŎƛŀǘŜŘ ǿƛǘƘ ǘƘŜ Ǿƛƻƭŀǘƛƻƴ ƻŦ ǘƘŜ ōǳƛlding 
requirement and installation guide. 
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Installation Guide of Universal Decking Series 

NewTechWood product is of great variety, so you can choose any product as you like. In order to save your 

precious time and cost, make a budget program according to the construction design at first.  

NewTechWood Composite Decking should not be used for columns, beams, joists, support posts or other load 

bearing segments. 
 

NewTechWood Composite Decking works well with standard woodworking tools: 

When installing NewTechWood products, you can use woodworking machinery for cutting, sawing, drilling and so 

on. 

 

Tools Required 

Standard tools: electric saw, churn drill, electric portable drill, driver. 

          

 

Deck Components 

1. Decking MK01̔                             2. Joist MK02̔  

                          
 

3. Metal Clip̔                                    4. Finishing cap/board: 

  

                              

 T-2                    K-2                        PJ0025                    MS01   

Preparations: 

Before start installing, ensure that the ground is solid, smooth (The recommended deviation should less than 5mm) 

and clean. For muck foundation, it is necessary to lay a solid substrate; for the concrete ground, to avoid cracking 

or subsidence when drilling hole on the joist, you should guarantee their thickness ͯ  6cm. Besides, screws must 

ōŜ ƎŀƭǾŀƴƛȊŜŘ ƻǊ ƳŀŘŜ ŦǊƻƳ ǎǘŀƛƴƭŜǎǎ ǎǘŜŜƭΣ ŜƴǎǳǊƛƴƎ ǘƘŀǘ ǘƘŜȅ ǿƻƴΩǘ ǊǳǎǘΦ 
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Installing the Joist  

1. Start to install the joists along the edge of the ground. 
 

 

 

 
 

2. The length and spacing:  
In general, as to parallel joists, the distance of 30-35cm is recommended, also it can be shortened properly if the 
decking is not perpendicular to the joists, but the extension of long distance is not allowed for it will be likely to 
result in deformation in the decking. 

 

 

 
 

 



 

The Diagrams and instructions outlined in this guide are for illustration purposes only and are not meant or implied to replace a 
licensed professional. Any construction or use of NewTechWood Composite Decking must be in accordance with all local zoning 
and/or building codes. ¢ƘŜ ǎŜƭƭŜǊ ǿƻƴΩǘ ŀǎǎǳƳŜ ǘƘŜ ŘƛǊŜŎǘ ƻǊ ƛƴŘƛǊŜŎǘ Ǌƛǎƪǎ ŀƴŘ ƭƛŀōƛƭƛǘȅ ŀǎǎƻŎƛŀǘŜŘ ǿƛǘƘ ǘƘŜ Ǿƛƻƭŀǘƛƻƴ ƻŦ ǘƘŜ ōǳƛlding 
requirement and installation guide. 

 3 / 6 

3. The expansion gap:  
It is essential to make room for transverse expansion gap in advance. When the decking is installed alongside the 
wall, the gap distance between the decking and wall remains more than 3mm, but less than 50mm. The deep 
groove of the joist should be clung to the ground, while the shallow groove faces up. 

      

    

Installing the Decking Boards  

Above all, fixing the 1st row of decking boards alongside, and the length of a single decking should be less than 
3m. 

 

 


