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NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2. DO NOT SCALE DRAWING.
3. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS

FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
4. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY

THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
5. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER
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WOOD FURRING STRIP @
APPROX. 16" (406MM) O.C.

#8 X 1"

#5 X 1 1/4" (LOCKING
THE BOARD)

HORIZONTAL INSTALLATION SECTION

AW08 CLIP AT EACH
FURRING STRIP

ONLY ONE AW08 CLIP PER
BOARD MUST BE LOCKED TO
ALLOW FOR EXPANSION AND

CONTRACTION

 UH58 BELGIAN SIDING
BOARD

AW02 CLIP

MANUFACTURERS' NOTES:
1. REFER TO MANUFACTURER'S WEBSITE FOR ALL COLOR OPTIONS

SPECIFICATIONS:
PROFILE: BELGIAN SIDING BOARD
WEIGHT: 1.67LB/FT
LENGTH: 16'

HORIZONTAL INSTALLATION ELEVATION

16" (406MM)

WOOD
FURRING

STRIP

UH58 BELGIAN
SIDING BOARD

VERTICAL INSTALLATION ELEVATION

UH58 BELGIAN
SIDING BOARD

WOOD FURRING
STRIP

16
"

(4
06

M
M

)

1" (25MM ± 0.5MM)

AW08 CLIP AT
EACH FURRING
STRIP

7 
3/

4"
 (

19
6.

5M
M

 ±
 3

M
M

)




